DEVELOPMENT REVIEW BOARD REPORT

MEETING DATE: April 21, 2005

ITEMNO. 2

SUBJECT

REQUEST

OWNER

APPLICANT CONTACT

LOCATION

BACKGROUND

Pinnacle Peak Place

21-PP-2004

Request approval of a Preliminary Plat for 80 residential lots with amended
development standards on 124+/- acres,

AND

Request approval of elevations for a guardhouse, entry features and site wall
for a new residential subdivision.

Key Itemsfor Consideration:
e Proposal for 80 lots using existing R1-70 ESL and R1-43 ESL zoning.
e Amended development standards are requested.

o Realignment of Happy Valley Road and Desert Highlands Drive.

e Preservation of natural washes 50 cfs or greater capacity.

e Scenic corridor along Pima with equestrian and multi-purpose paths.
e No public opposition has been received with this case

Pivotal Scottsdale 123, LLC

602-956-7200

Steven Voss
LVA Urban Design Studio LLC
480-994-0994

East side of Pima Road between Happy Valley & Jomax Roads

Zoning.

The site is zoned single family residential within the Environmentally
Sensitive Lands Ordinance Overlay (R1-70 ESL and R1-43 ESL). The north
portion of the site is zoned R1-43, and the south portion is zoned R1-70, with
Desert Highlands Drive roughly dividing the two districts.

Context.

The proposed subdivision is located at the northeast corner of Pima and Happy
Valley Roads. The subdivision is bounded on the north by Jomax Road and on
the east by the existing Desert Highlands and Desert Skylines Estates
residential development. Surrounding property zoning and development are
described in the following table.
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Scottsdale Development Review Board Report Case No. 21-PP-2004

APPLICANT’S
PROPOSAL

Direction Zoning Existing Land Use
North R1-190 ESL FO Native desert, planned
for McDowell Sonoran
Preserve
East R1-18 ESL (HD), O-S | Desert Highlands and
ESL (HD), R1-70 ESL | Desert Skylines Estates
(HD) residential subdivisions
South R1-190 ESL Native desert
West R1-18 ESL, R1-43 Desert Arroyo Estates,
ESL, R1-70 ESL Vistana, Happy Valley
Ranch and unnamed
residential subdivisions

Development Information

Existing Use: Vacant, native desert land
Parcel Size: 123.74 gross acres
Density Allowed/Provided:

R1-43: .83 dufac / .79 du/ac

R1-70: .55 du/ac / .53 du/ac
Lots Allowed /Provided:

R1-43: 36 lots / 36 lots

R1-70: 45 lots / 44 lots

NAOS Required / Provided: ~ 32.9 acres / 45.1 acres

Plat Proposal

The proposed preliminary plat is a gated community of 80 lots on about 114
net acres of land. The plat is essentially split into two gated, platted areas: one
located north, and the other, south of Desert Highlands Drive. The primary
access is off of Desert Highlands Drive, which also serves as secondary access
to the Desert Highlands subdivision. A single guardhouse within Desert
Highlands Drive is proposed to monitor access to the two gates into the north
and south portions of the development. A secondary, code-access entry/exit
point is provided off of Happy Valley Road for the southern portion of the plat.
There is no access proposed off of Jomax Road. Internal streets are private
and include a primary, north-south access with multiple cul-de-sacs. The
proposed plat improvements include realigning the existing Happy Valley
Road at the Pima Road intersection to match up with the existing Happy
Valley Road to the west (these are currently offset). The proposal also
includes a similar realignment of Desert Highlands Drive with Yearling Drive
to the west.

The site slopes are mainly in the 2-10% range, and include multiple, southwest
draining washes. The plans show that washes with a capacity of 50 cubic feet
per second (cfs) or larger are preserved. A scenic corridor easement with a
minimum 85-foot and average 113-foot width is provided along Pima Road.
Cuts and fills over 8 feet in height are not proposed.

The Natural Area Open Space (NAQOS) requirement for the site is 32.9 acres
and the proposal includes 45.1 acres. The NAOS is provided on-lot (43.8
acres) and within a retention basin (1.3 acres). This additional acreage is used
to justify the request for Amended Development Standards for both the R1-43
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Scottsdale Development Review Board Report Case No. 21-PP-2004

IMPACT ANALYSIS

and R1-70 portions of the site. The applicant is requesting a 25 percent
reduction is lot size, width, and yard setbacks, which is the maximum
reduction allowed by ESLO for DRB approval. A summary of these
amendments is included in Attachment C.

The trails proposed included with the plat include an equestrian trail along
Pima Road, which will tie into the existing trail on the south side of Jomax
Road. A multi-purpose paved path is also planned along the Pima corridor.
Other pedestrian amenities will include sidewalks along Happy Valley Road
and pathways along Desert Highlands Drive.

A retention basin is proposed at the southwest corner of Happy Valley and
Pima Roads. This basin is designed with graduated slopes (between 5:1 and
12:1 slopes), two (2-foot high) berms along Pima Road, a sandy bottom wash
feature, and revegetation using indigenous plants.

The guardhouse architecture includes stone exterior walls and standing seam
metal roofs. The entry feature walls are stucco with battered stone columns and
the entry gate is grid-pattern wrought iron. The proposed site walls are stucco
with battered stone columns and metal pier caps. The site walls are non-
continuous walls along Pima Road with wide breaks for maintaining wash and
wildlife corridors. These walls are not considered perimeter walls by zoning
code definition.

Traffic.

The plat will result in the dedication of the full right-of-way for the Happy
Valley realignment at Pima Road (110-foot right-of-way). The plan includes
the realignment of the existing Desert Highlands, and abandonment (under a
separate application) of the right-of-way as a public street. Right-turn lane
deceleration lanes off Pima Road at Happy Valley Road and Desert Highlands
Drive; and off Happy Valley Road at the southern site entrance are part of the
proposal.

Airport Vicinity.
The Scottsdale airport is located about 5 miles to the southwest of the site.
Notification of the airport vicinity is required to be placed on the plat.

Water/Sewer .
Water and sewer lines and resources are available to the site.

Fire.
The gated entries and streets were designed to meet Rural Metro emergency
access requirements.

Schools.
The Scottsdale, Cave Creek, and Paradise School Districts were notified of this
application in November, 2004.

Community Involvement.

The applicant met with the Desert Highlands Homeowner’s Association
members and residents and mailed information to the 5 adjacent homeowners
in Desert Skylines Estates as part of a preliminary outreach in the spring of
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Scottsdale Development Review Board Report Case No. 21-PP-2004

STAFF
RECOMMENDATION

RESPONSIBLE
DEPT(S)

STAFF CONTACT(S)

APPROVED BY

ATTACHMENTS

2004. In the fall of 2004, the applicant mailed an information letter to all
property owners located within 750 feet of the project boundary. Staff
provided an informational postcard to property owners within 750 feet in early
September 2004. Staff has received no public comment regarding the
proposal.

Recommended Approach:
Staff recommends approval, subject to the attached stipulations.

Planning and Development Services Department
Current Planning Services

Suzanne Colver

Senior Planner

480-312-7087

E-mail: scolver@scottsdaleaz.gov

. .F 02 o ;
SACK eyl

Suzanne Colver
Report Author

v
(X us g A&i’

Lusia Galav, AICP
Development Planning Manager
Phone: 480-312-2506

E-mail: Igalav@scottsdaleaz.gov

Applicant’s Narrative

Context Aerial

Close-Up Aerial

Zoning Map

Preliminary Plat

Development Envelope Plan

NAOS Plan

Conceptual Landscape Plan

Entry Gates/Sign/Theme Wall Exhibit
Monument Sign Exhibit

10. Guardhouse & Gated Entry Enlargement
11. Fence Elevation Exhibit

>

WoNoT~wnONE

12. Guardhouse Elevations

13. Retention Basin Design

A Fire Ordinance Requirements

B. Stipulations/Zoning Code Requirements

C. Amended Development Standards Summary
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. PINNACLE PLACE
PF[UJECT NARRATIVE

Introduction:

nghl'ands an:

The project will inchide 80 custom and-semii-custom honies in 4 guard gated setting.

‘Requesi:

‘The application is for consideration of thg Preliminary Plat for 80 lots with-modified development
staridards and design appmva'l of the cum:eprual giiardhouse architecture, entry mﬂnuments la.ndscapa and
avalls. ‘In addition, an ESLO 3 exemption for restrictiohs on cumbme:i envcln:rpes and pf:nmeter wall
Testrictions'is reql.u:swd

‘Public Involvement:

3;Pre1m:un}1:3r site. plan cauccpt‘s that u:u:ludcd 82 luﬁr were &cvelupad and presantﬂd 1o the. Targest adjacent

1 " P
Sﬂ—um’t plau wﬂh a 5D~ﬁ. mlmmum upen space sclbar:k betwf:en t.he prci_] BClS: Aﬁdrtlcmalhﬁ, letters were'
$ent to home a.nﬂ pmpert)r awners within 750 &. of the site.”

Site Plan:

: TI'IE sm‘ plrm wWas. develﬂpﬁd to ailuw hume sm:s H:at niestle wuﬂ:m tﬁe sife; avmdmg wash_r:s to zllaw ﬁn’
Imaxm:mm pr&s:fvahan of upen space as welI as ‘for ; amenities’ _fnr_the ﬁlfl.lJ.'E mldenrs -Sinfg ¥
develupmm{ envclnpts are IiE-Elg‘ﬂE‘& on'a preiunm&ry basm m:dcslgmta develupmen

! pre
areas. ‘The envelope aligniments may shift in the: process of adding speclf' ¢ floor pl,al:l-ﬁ to: In&:v:dual lots- L

Thé '&s'a'ﬁuf&i ijffDeééié}ﬁghlaﬁd{ljﬁi@é;isf zoned R143 4nd'ths area south. are Zoned R1-70.

-_Thf: site provides for 32,9 acrés (26%) of Natural Area Open Space, with an additional amount o of open
space tl'lrurughﬂut the prcgect ‘The total o i, space provided is appm'agjmtely 50 acr s (40%] r:unnsung uf
NAOS; e-vegetated areas, detf:nmrn areas, an&ﬁqnt{:earya:ﬂs '

K 1>argE portiofit of the upen space that witf be pm‘mied ‘wﬂl ‘benefit: the: comrinity,as dtis lncattri almg’

' Pima Road. Over® 100 fi. average depth of open. spa::e is T:n:mg provided in the Scenic’ C‘urndnr A Sm:ruc
‘Corridor of 85* munimum average of 100" + s alse being provided " A “public’frail ill meanﬂm thmughnut
.the scenic tumdur 1:0 -provide a nnﬂ]:r.l’snuth cnnuz::nuu 1o ﬂ:u: City'strails; "

Accesst

?EOE East Maln StrEet S*Dttsciale f;‘&uzana 85251 s
Phone {ASDJ QQME}G!} Fax {ﬁED} 99-’-I-?‘332 "www Jvar:'esrgf_';.‘
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The primary access to the project, is from Pima Road via D:scrt nghlands Drive." Two EIe::tmmca.Lly

controlled gates are pmpused_ A smgIE guardhuuse will mnmtﬂr the ac::ess?w two gates one. nm'rh and pne
south. The guardhouse fs: 1ntended to be occupied by sctm-lt_r,r dumng th : 'mﬂ:{ v.:lectrom: acceﬁs cun!ro!
in the evening hours.’ Hamf:nwncrs will have 24-hour remute'a_ccess into e}gate . The' squthcm gateon
the rr:a]:gmzd Happyvalleg Ruad wal bed ring-in and nght-crut jall m:htmu aIsu _ cIudmg an glectronic.

rate systern.. The north gate. urbiﬁ::mmf, Road will be for-emergency ,use'unl}r.

Both the tain entry at Desert Highlands: Drive and Happy Valléy Road are being realigned with the,
cunsn'ucted streat altg,mmnts on t!:lc ‘West Slde of Ptma Road té rt:lnﬂlﬂj-' the crﬁ'set mtersectmns as th:],r
exist today.

‘ Architecture:

The proposed architecture of the. gaiahnusr: 15 a natural sc:u:.hwe:ﬁt ﬂa‘m\: usmg Stone “walls tif:r:piy nset
elass, wood structure a.nd *‘old penny’ copper roof”

The architecture of the homes will be subject tu dr:mgn guidelines evocative of Desert Highlands that are

bemg develuped for the prn-_]&c:L If mindel hémes aré built, the design pmpnscd will return to the
Develdpment R.EVII‘.‘W Board.

Landscape -Architecture;

“The proposed landscape atchitecture will compliment the existing upper Sonoran desett, - Landscaping at
entry areas-and around signage. wﬂl be: cumpahb‘la with existing veg&mhﬂn.

Drainage:

The site drains generally from the northeast to the snuﬂ:w;sr Dn~1nt retention will be pmwded,thmughnm
the’ prcucct to ad&ress c1ty 5 requmements The futire hc:mmwﬁcrs association wﬁl be responsible for
maintenance of the retention basins along’ with rhf: namral mshhs
. Congclusion?

Pinnacle Place will provide'a, umquc setting for 80 high' quality new homes Dl_l _114‘ acres while preserving a'

_substantial amount of the site-as; ‘open spacé and pmmdmg commumty bmr:ﬁt_s uch as addmunal
preserved desert, scenic corridor. frails, dnd a realized ‘Happy: Valley Road intersection within Pima Road.
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PRELIMINARY PLAT FOR

PINNACLE PEAK PLACE

LOCATED N THE WEST HALF OF SECTION 6, TOWNSHIP 4
NORTH, RANGE 5 EAST, OF THE GILA AND SALT RIVER MERIDAAN,
CITY OF SCOTTSDALE, MARICOPA COUNTY, ARIZONA

Lol L R 1 ] Ty

P —

DR oE Il W M

e, LT

%,
.

5
L

R

&
OPER_
LEGAL DESCRIPTION _SHEET INDEX LE! —%ﬂ%m
@;‘:‘E:.:’T- b b e e
SR e mron, L ropalnfroiesy
F gl Ll T it N i -yl
;:?-\'nu "za”:::‘-"- T e =I-:L_-*=
T i ¢ L ST o e et b o H - , L
S R, = 7. [oomningn W
et Y ; 14 =9
BT LR e = cimmy I g
S 2 e i N, o &:ﬂ‘:ﬁ: ?‘.‘."""_: é g
=‘ | L " == yrr-
20 s <33
TR TR . ok i o E B
e . N _J
FEEA Qa4
_NOTES e 528
AasL TR e Z o
CIWEE = prw r —
‘“m-.-‘*'“‘ L ]

4 eEN P O of DU 3 By [T F T MR fu T P

v -
- may !
- | i
e — .
] 1 ‘ 1 | > ]
Ls— [ - e . )
e

o [ ey o
| |
- n-'ﬂvlm‘
[ Sy

Do
— ¥ mte
(wm:—"ro

Y% INIWHOY |

21-PP-2004
3-24-2005



Vi INIWHOVLLY

—

i e o

e —"FE-"-"*-' =

J -_ l..'u i, -f'i-n-r Lo riat .p-..- -.-..-u- e _.|

1 f«

[rroage T =
'—' ---.'.'—El'é." .:h.- ""':F'i!ﬁ"' -ﬂ"".f-‘_' = P

4 s "l' -"'lrliv.-r --h.dr e -u-uu—-

__;r-_-“-:.ﬂ-
e ._l:{'ﬂ*'! '

i!_.
il

-
e O i, A LN
P, L

N

%

PIYOTAL SCOTTDALE 123, LLC

SCOTTSDALE, AHIZONA

FRELIMNARY FLAT

&
PINNACLE PEAK PLACE




L.y -
P Iy W T A T 08

e 1 RO

|.|..l|l|
NEE Y

—— i i i YNOZIHY TTYQSLLOTS - MM“:
/..« 971 ‘€2t IVALLOSS TYLOAK 9 ) 3
3OVd Mvad FTOVNNI f 7 |1
1V d ANMINMTS A i i

j ..1.&"_._& .. i ...-r ; ....
Fu-._._- y i T4 “_. ....._-l...._r..“... ] '..#....m. “ .__....

TP e o ek i LR ....-.l
_ Pyt 1

-

oy e -

e LT i
S
i
.

-

| B

I
t

b I

=
ey

=
[k

L
R 1

|
!

...Wh.ﬁwh& | mm:m:m_:m“mmm :
ST ¢ 2 iR b «W
umm__;__m_;.?__g t

il

- L]
i




DEVELOPMENT ENVELOPE SUMMARY:
DEVELOPMENT DEVELOPMENT
LOT# ENVELOPE AREA LOT# ENVELOPE AREA

1 26600 41 20,700

2 28200 42 28,200

3 31200 43 23,700

4 34900 “ %80

5 27600 4 28,300

6 23300 % 28,50

7 23400 47 29,100

8 25.400 48 21,500

9 22000 49 18,000

10 28,000 0 30,200

11 25800 51 23,500

12 29,700 52 34,000

13 27,700 53 25700

14 31,900 54 25800

15 31,400 55 25600

16 39,700 % 29,300

17 30,000 5 19,500

18 26,700 58 27,900

19 28,300 5 22,900

20 35,300 60 24,900

21 33,900 61 31,500

2 25700 a2 26,700

23 29,300 63 22,000

24 23,000 64 21,300

25 32,300 85 22,700

26 24,400 &6 28,000

27 24,300 67 24,800

28 29,000 68 33,300

29 33,100 689 29600

30 33,900 70 24,500

31 33,300 71 25,200

32 19,500 72 19,400

33 28,300 73 26,000

34 31,300 74 23,400

35 31,700 75 22200

36 17,900 76 28,700

37 24,400 77 32,300

38 21,400 78 21,500

39 29400 79 25,600

40 32400 80 27,300
LEGEND
:| Preliminary Development Envelope Area

with Average Conceptual Envelope Dimensions

All delineated NAOS areas and subsequent preliminary development envelope areas
shall meet or exceed the ESL requirements as stated in Sec. 6.1060.F.1, concerning
minimum widths and area of NAOS easements. Preliminary development envelopes
§ha].l also adhere to the amended setback standards for builidings and applicable on-lot
improvements.

PRELIMINARY DEVELOPMENT ENVELOPE PLAN

PINNACLE PEAK PLACE scorrsoats, arzona

(NEC of PIMA ROAD & HAPPY VALLEY ROAD)

P

feid

Py
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PRELIMINARY N.A.O.S. DATA

CITY OF SCOTTSDALE: N.A.0.S. REQUIREMENTS

UPPER DESERT-SLOPE
3 Area Required NAOS i 0S

Slops Category (&diaﬁm % %ﬂ:ﬁgﬂﬁm
0% TO 2% 4.87AC 25.0% 122 AC

2% TO 5% 6849 AC 25.0% 17.12AC
5% TO 10% 10.35 AC 35.0% 3.62AC
10% TO 15% 1.66 AC 45.0% 0.75 AC
15% TO 20% 126 AC 45.0% 0.57AC
20% + 1.25 AC 45.0% 0.56 AC
TOTAL 87.89 AC 23.84 AC
LOWER DESERT-SLOPE

S] v Area uired NAGS Requi 0S
Slope Category iions  Dobiroaes
0% TO 2% 423 AC 20.0% 0.45 AC

2% TO 5% 25.83 AC 25.0% 6.46 AC
5%T010% 420 AC 30.0% 129 AC
10% TO 15% 0.67 AC 30.0% 0.20 AC
15% TO 20% 0.38AC 30.0% 0.11AC
20% + 046 AC 30.0% 0.14 AC
TOTAL 35.86 AC 9.04 AC

TOTAL NA.O.S. REQUIRED = 32 88 acres

NOTE: Quanitities on each lot will vary based on final plat

N.A.0.S. SUMMARY

Total Undisturbed Area: 33.6 Acres (74%)
Total Revegetated Area: 11.5 Acres (26%)
Total N.A.0.S. Provided: 451 Acres

[ ... it
:] NAOS. - Revegelated

Preliminary Development Envelope Area
or Non-NAOS Creditable Open Space:
50+ CF$§ Washes /
~\r ‘o4 Sursidictionsl Washes
No Boulder Features Subject to City of Scoltsgale
E.S.L.0O. Exisl on Subject Property

Please see attached “"Preliminary NAQS Summary Table”
for per lot NAOS summaries.

Sensitive Natural Areas have been identified as areas
containing increased vegetation densities and unique
environmental features. These areas were identified prior to
the site planning process and have been incorporated into the
development plan as non-impacted areas. Building envelopes
have been situated to promote sensitive development
conditions that largely avoid impacts to these sensitive areas.
50+ cfs washes and heavily vegetated areas were prioritized
for non-disturbance and the NAOS Exhibit illustrates this
commitment. The building envelopes in this application are
proposed to minimize disturbance of existing wash corridors.
These wash corridors will also serve as wildlife corridors and
special exceptions have been made to provide connectivity by
reducing obstructions that would affect these movements.

VICINITY MAP @
} JOMAX ROAD
% TE
HAPPY VALLEY ROAD
-
g g
z H
g a
3

NATURAL AREA OPEN SPACE (N.A.0.S) PLAN &
ENVIRONMENTAL FEATURES MAP

SCALE: 1" = 200' (+/-)

PINNACLE PEAK PLACE

(NEC of PIMA ROAD & HAPPY VALLEY ROAD)

SCOTTSDALE, ARIZONA

oo Design
Studio LLE. |
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ENTRY GATE ELEVATION

ALL STUCCO FINISHES ON THEME WALLS, SITE WALLS, AND SIGN FACE ARE TO
BE PAINTED DUNN EDWARDS EXPRESS(DE-3029) SEE COLOR CHIP
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X 1.

X 2.

X 7.

N

1 PP 2004

DATE: 1/31/05 revised

PINNACLE PEAK PLACE

EAST OF PIMA BETWEEN

HAPPY VALLEY & JOMAX RD.

SCOTTSDALE, AZ.

FIRE ORDINANCE REQUIREMENTS

(INCORPORATE THE DESIGNATED STIPULATIONS INTO FINAL PLAT)

PREMISES INDENTIFICATION TO BE LEGIBLE FROM
STREET OR DRIVE & MUST BE ON ALL PLANS.

FIRE LANES & EMERGENCY ACCESS SHALL BE
PROVIDED & MARKED IN COMPLIANCE WITH CITY
ORDINANCE & IFC AT THE FOLLOWING LOCATIONS.

SEE THE LOCATION OF THE FIRE LANES ON
THE PLANS.

. IT 1S THE DEVELOPERS RESPONSIBILITY TO

DETERMINE ULTIMATE COMPLIANCE WITH THE FAIR
HOUSING ADMENDMENTS ACT & AMERICANS WITH
DISABILITIES ACT & INCORPORATE SAME INTO
THEIR BUILDING PLANS.

1 10.

. PROVIDE A KNOX ACCESS SYSTEM:

1 A.
O B.
X c.

KNOX BOX
PADLOCK
KNOX OVERRIDE & PRE-EMPTION STROBE
SWITCH FOR AUTOMATIC GATES.
] 11.

. ADD 2-1/2" WET FIRE HOSE VALVES (NSHT) IF FLOOR

AREA EXCEEDS 10,000 SQ. FT. PER FLOOR LEVEL
AND/OR IF FIRE DEPT. ACCESS IS LIMITED TO LESS
THAN 360°.

[]12.

PROVIDE ALL WEATHER ACCESS ROAD (MIN. 16')
TO ALL BUILDINGS & HYDRANTS FROM PUBLIC WAY

DURING CONSTRUCTION. X 13.
NUMBER OF FIRE HYDRANTS REQUIRED, _9 .

DEVELOPER SHALL HAVE THE REQUIRED

HYDRANTS INSTALLED & OPERABLE PRIOR TO THE  []14.

FOOTING INSPECTION. HYDRANTS SHALL BE
SPACED AT A MAXIMUM OF 1200 AT500 GPM
THE DEVELOPER SHALL MAKE THE C.O.S.
APPROVED CIVIL WATER PLANS AVAILABLE
TO THE FIRE SPRINKLER CONTRACTOR.

XI 8. SPRINKLER SYSTEM SHALL BE INSTALLED TO

COMPLY WITH MINIMUM NFPA CRITERIA 2002
EDITION & SCOTTSDALE REVISED CODES.
SYSTEMS WITH 100 HEADS OR MORE SHALL HAVE
OFF-SITE MONITORING. AFTER BUILDING PLAN
REVIEW, INSTALLING CONTRACTOR SHALL
SUBMIT (3) THREE COMPLETE SETS OF DRAWINGS
& HYDRAULIC CALCULATIONS REVIEWED BY A
MINIMUM NICET Il DESIGN TECHNICIAN.

. MODIFIED NFPA 13-D SYSTEM (2002 EDITION)

WITH RESIDENTIAL QUICK RESPONSE SPRINKLER
HEADS.

MODIFIED NFPA 13R SYSTEM (2002 EDITION) WITH
RESIDENTIAL QUICK RESPONSE SPRINKLER
HEADS IN DWELLING UNITS & ATTIC AREAS FED
FROM SEPARATE FIRELINE PER C.O.S. ORDINANCE
& INTERPRETATIONS & APPLICATIONS.
CALCULATE UP TO FOUR REMOTE HEADS & 900
SQ FT MIN. IN ATTIC.

NFPA (2002 EDITION) COMMERCIAL SYSTEM/
DESIGN CRITERIA:

BACKFLOW PREVENTION WILL BE REQUIRED
ON VERTICAL RISER FOR CLASS 1 & 2 FIRE
SPRINKLER SYSTEMS PER SCOTTSDALE
REVISED CODE.

FIRELINE, SPRINKLER & STANDPIPE SYSTEM SHALL
BE FLUSHED & PRESSURE TESTED PER NFPA
STANDARDS & SCOTTSDALE REVISED CODES.

FDC SIAMESE CONNECTIONS FOR SPRINKLERS
AND/OR STANDPIPES WILL BE LOCATED PER
ORDINANCE AND/OR AT AN APPROVED LOCATION.
MINIMUM SIZE 2-1/2 x 2-1/2 x (NSHT)

[] 4 TO 8 BACK OF CURB; INDEP. WET LINE.

[] WALL MOUNTED - 15' CLEAR OF OPENINGS.

X] 15. ALL STREETS & PRIVATE DRIVEWAYS SHALL BE
DESIGNED TO A MIN. 100 YEAR STORM FOR EMERGENCY
VEHICLE ACCESS. PROVIDE A LOOPED WATER MAIN
SYSTEM.

ATTACHMENT A



Stipulations for Case: 21-PP-2004
Case Name: Pinnacle Peak Place

Unless otherwise stated, the developer agrees to complete all requirements prior to final plan approval, to
the satisfaction of Project Coordinator and the Final Plans staff.

Applicable Documents, Plans, And Relevant Cases

1. The improvement plans and plat shall be in substantial conformance to the following documents
except as required by the Revised Scottsdale City Code, and the stipulations herein:

General Documents

a.

b.

The location and configuration of all site improvements shall be constructed to be consistent
with the Preliminary Plat submitted by WRG Design Inc., dated 3/24/2005 by City staff.

Scottsdale’s Design Standards and Policies Manual (DSPM).

Planning Documents

C.

Each lot shall be constructed to comply with the Amended Development Standards submitted
by LVA Urban Design Studio LLC, dated 1/19/2005 by City staff. (Attachment C)

Each lot shall be constructed to observe the construction envelopes shown on the
Development Envelope Plan submitted by LVA Urban Design Studio LLC, dated 1/26/2005
by City staff.

Landscaping, including quantity, size, and location of materials shall be installed to be
consistent with the Conceptual Landscape Plan submitted by LVA Urban Design Studio LLC,
dated 4/8/2005 by City staff.

Cuts and fills, including size, and location shall be consistent with the Cut and Fill exhibit
submitted by LVA Urban Design Studio LLC, dated 8/27/2004 by City staff.

The site walls shall be consistent with the Fence Elevation Exhibit by LVA Urban Design
Studio LLC, dated 1/26/2005 by City staff. Location of site walls shall be consistent with the
Conceptual Landscape Plan, submitted by LVA Urban Design Studio LLC, dated 2/3/2005 by
City staff.

The entry walls, gate, and revegetation shall be consistent with the Entry Gates/Sign/Theme
Wall and Monument Sign exhibit by LVA Urban Design Studio LLC, dated 11/30/2004.

The Guardhouse architectural elements, including dimensions, materials, form, color, and
texture, shall be constructed to be consistent with the building elevations submitted by RNM
Architecture Planning, dated 1/26/2005 by City staff.

The NAOS, including quantity, size, and location shall be dedicated to be consistent with the
Natural Area Open Space (NAOS) Analysis exhibit submitted by LVA Urban Design Studio
LLC, dated 4/8/2005 by City staff.

Retention Basin at the located at the southeast corner of Happy Valley Road and Pima Road
shall be constructed to be consistent with the Retention Basin Design Plan submitted by LVA
Urban Design Studio LLC, dated 2/3/2005 by City staff.

The scenic corridor configuration shall be consistent with the Scenic Corridor Exhibit
submitted by LVA Urban Design Studio LLC, dated 11/30/2004 by City staff.

The Pinnacle Peak Place guardhouse and entry layout design shall be consistent with the
Conceptual Entry Layout Plan submitted by WRG Design Inc., dated 4/1/2005 by City staff.

ATTACHMENT B
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Engineering Documents

n. Preliminary Drainage Report for Pinnacle Peak Place; prepared by WRG Design, Inc., dated
3/23/05, accepted by Bill Erickson, Floodplain Administrator.

o. Preliminary Plat for Pinnacle Peak Place; prepared by WRG Design Inc, dated 3/24/05.

p. Water System Basis of Design Report for Pinnacle Place; prepared by WRG Design Inc,
approved on 10/15/2004 by City of Scottsdale Water Resources Department.

g. Wastewater System Basis of Design Report for Pinnacle Place; prepared by WRG Design
Inc, approved on 10/15/2004 by City of Scottsdale Water Resources Department.

Relevant Cases

r. Atthe time of review, the applicable Zoning, DRB, Use Permit, and etc. case(s) for the
subject site were: 32-Z-1982.

Subdivision Plat Requirements

Subdivision Design

DRB Stipulations

2.

7.

The final plat and the final improvement plans shall identify the ownership, use and the maintenance
responsibilities of any land not used for residential lots.

The homeowners’ association shall be responsible for the maintenance of the exterior site walls. The
developer shall note this requirement on the final plat.

Provide the following note on the final plat: This plat lies within close proximity to the Scottsdale
Airport (the “Airport”), which is located between Frank Lloyd Wright Boulevard on the north, Pima
Road on the east, Thunderbird Road on the south, and Scottsdale Road on the west. The Airport is a
general aviation reliever/commercial service airport for the Scottsdale-North Phoenix area.

Provide the following note on the final plat: Each lot contains a maximum building construction
envelope approved by the City of Scottsdale’s Development Review Board. The building envelope
exhibit is on file at the City of Scottsdale. No buildings, fences, walls or other improvements shall be
located outside of the construction envelope.

Provide the following note to the final plat: Land designated as Natural Area Open Space (NAOS)
shall be permanently maintained as natural desert space pursuant to the City of Scottsdale’s
Environmentally Sensitive Lands Ordinance. Designated NAOS areas shall not be accepted for the
maintenance, or property ownership by the City of Scottsdale without expressed action of the City of
Scottsdale’s City Council. Before any improvement is accepted, it shall meet City standards. Failure
to maintain the designated NAOS areas could result in a civil action brought by the City for costs
incurred by the City of Scottsdale for maintenance and preservation.

The final plat shall identify which lots are governed by the R1-43 and R1-70 zoning districts.

Ordinance

A. The developer shall provide a separate, dimensioned, building envelope exhibit with the final plat

review.
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Street Dedication Reguirements
DRB Stipulations

Ordinance

B. The developer shall provide the following street rights-of-way:

STREET NAME STREET TYPE R.O.W. DEDICATION
Pima Road 75’ half required, 30’ Half Street (existing)
(Public) Major Arterial (rededicate any existing dedications as

fee title, warranty deed)
110’ full street, 55’ half-street (dedicate
new alignment in full, rededicate any

Happy Valley Road

(Public) Minor Arterial existing dedications as fee title, warranty
deed)
Minor Collector 35’ half (existing) (rededicate any existing

Jomax Road (Public) dedications as fee title, warranty deed)

Varies. Minimum 80’ Tract. Existing
Local Collector roadway easement requires
abandonment approval by City Council
40’ Tract. ESL Road Design Standards,

Local Residential per Figure 700-5, Local Residential Street
and 700-6. Residential; Cul-de-sac Street.

Desert Highland Drive
(Private)

Internal Street
(Private)

Easements and Tracts

DRB Stipulations

8. All easements and tracts shall be called out and described on the final plat. Tract information shall
include acreage and purpose.

9. Trail Easement:

a. Prior to final plan approval, the developer shall dedicate a public access easement along Pima
Road, over the width of the scenic corridor easement. The applicant shall be responsible for
coordinating the approved trail alignment with the City’s Trail Planner, prior to approval of final
plat.

10. Sight Distance Easements

a. Sight distance easements shall be dedicated over sight distance triangles. Sight distance
triangles shall be pursuant to figures: 3.1-13 and 3.1-14 of Section 3.1 of the City’s Design
Standards and Policies Manual, published December 1999.

b. Provide the following note on final plat: Sight distance easements shall be clear of landscaping,
signs, or other visibility obstructions between 2 feet and 7 feet as determined by the City of
Scottsdale.

11. Vehicular Non-Access Easement:

a. Prior to final plan approval, the developer shall dedicate a 1-foot wide vehicular non-access
easement along the property frontage on Pima Road, Jomax Road and Happy Valley Road
except at the approved driveway locations.

12. Indemnity Agreements:

a. When substantial improvements or landscaping are proposed within a utility easement, an
indemnity agreement shall be required. The agreement shall acknowledge the right of the City to
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access the easement as necessary for service or emergencies without responsibility for the
replacement or repair of any improvements or landscaping within the easement.

Ordinance
C. Drainage Easement:

(1) Drainage and flood control easements shall be dedicated to the City to the limits of inundation
for all vista corridor washes, for all washes having a discharge rate of 50 cfs or more, for all
FEMA regulatory floodways to the extent of the 100-year base flood elevation, and for all
stormwater storage basins. The plat shall state that all drainage and flood control easements
shall be dedicated to the City with maintenance responsibility for drainage facilities and
detention basins to be that of the Homeowner's Association. Maintenance responsibility shall
not be the responsibility of private lot owners.

D. Waterline and Sanitary Sewer Easements:

(1) Before the issuance of any building permit for the site, the developer shall dedicate to the
City, in conformance with the Scottsdale Revised Code and the Design Standards and
Policies Manual, all water and sewer easements necessary to serve the site.

E. Vista Corridor Easements:

(1) All vista corridor easements shall be dedicated to the City as drainage and flood control
easements, with maintenance the responsibility of the owner.

F. Public Utility Easement:

(1) An 8-foot wide public utility easement shall be dedicated along both sides of internal streets.
The 8-foot wide easements may be reduced or eliminated upon approval of the public utility
companies.

G. An Natural Area Open Space Easement (NAOS):

(1) A NAOS easement shall be dedicated to the City of Scottsdale for all areas designated as
NAOS.

Other

DRB Stipulations
13. Final plat shall not show building setback lines on the lots.
14. Well Site Dedication:

a. Unless otherwise agreed to in writing by the Asset Management Coordinator, each tract or lot
dedicated to the City shall be: (1) conveyed by a general warranty deed, and (2)
accompanied by a title policy in favor of the City, both to the satisfaction of city staff as
designated by the Asset Management Coordinator.
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Final Improvement Plan Requirements
PLANNING

Guardhouse House Design And Amenity Feature Design
DRB Stipulations

15. The face of the service entrance section(s), if exterior, shall be flush with the building facade and
painted to match the building.

16. All exterior mechanical, utility, and communications equipment shall be screened by parapet or wall
that matches the architectural color and finish of the building. Wall or parapet height for roof-mounted
units shall meet or exceed the height of the tallest unit. Wall height for ground-mounted units shall be
a minimum of 1 foot higher than the tallest unit.

17. All exterior conduit and raceways shall be painted to match the building.

18. No exterior roof ladders shall be allowed where they are visible to the public or from an off-site
location.

19. Entry signage shall comply with the sign ordinance for residential entryway signs. All sighage
requires separate permit.

Ordinance
H. The gatehouse shall be a maximum 24-feet in height, as defined in the zoning code.

Walls, And Fence Design
DRB Stipulations

20. Developer shall revise Fence Elevation Exhibit to show a more rough and uneven surface to the top
of the wall prior to final plans. The Exhibit shall also continue to include the note that the wall shall
undulate vertically with natural contours of the underlying topography.

21. Site (theme) wall shall be constructed with the materials and color shown on the Entry
Gates/Sign/Theme Wall exhibit by LVA Urban Design Studio LLC, dated 11/30/2005 by City staff.
The location and vertical and horizontal undulation of wall shall be as shown on the approved Fence
Elevation Exhibit, as amended by stipulations.

22. Walls within a sight visibility triangle shall not exceed 2'-0" measured from nearest street line as
described in the DS&PM.

23. Walls over 3 feet in height shall not be placed within the required yard setbacks of a lot.

Natural Area Open Space (NAOS)
DRB Stipulations

24. The minimum amount of NAOS that shall be provided with the subdivision plat is 45.10 acres.
25. Developer shall revise the NAOS Analysis Exhibit to provide the following, tabulated data:
a. the amount of on-lot undisturbed and revegetated NAOS dedicated with the plat;

b. the minimum amount of undisturbed and maximum amount of revegetated on-lot NAOS to be
dedicated with lot construction (indicated by lot);

c. the total amount of NAOS to be dedicated per lot;
d. the amount of tract undisturbed and revegetated NAOS dedicated with the plat;
e. the total amount of NAOS dedicated, on-lot and in tracts.

26. Due to the drainage easements and realignments of roads and utilities with the plat, some lots will not
meet the ESLO requirement of a minimum 70% undisturbed and maximum 30% revegetation NAOS
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per lot. Developer shall indicate on the NAOS Analysis Exhibit each lot that does not meet ESLO
70%-30% NAOS requirement, and the corresponding lot which will provide the difference for meeting
the ESLO 70%-30% requirement.

27. Add the following note on the NAOS Analysis Exhibit: “The minimum amounts of on-lot undisturbed
and revegetated NAOS to be dedicated with lot construction may not be revised without a
subdivision-wide and lot-by-lot analysis showing how the required NAOS will be provided, including
the minimum 70% undisturbed and maximum 30% revegetation NAOS requirement per lot. Said
revision shall require Development Review Board approval.”

28. Any NAOS that is dedicated over a Public Utility Easement shall be counted as revegetated NAOS.
29. NAOS shall not be dedicated within 5-feet of any building.

30. NAOS areas dedicated within 10-feet of any building shall considered revegetated NAOS.

31. NAOS areas dedicated within 5-feet of any wall shall considered revegetated NAOS.

Construction Envelope Exhibit
DRB Stipulations

32. Include zoning district information for each lot on the construction envelope exhibit.

33. Add the following note the final construction envelope exhibit: “Modification to the building envelope
exhibit shall require the approval of the Development Review Board.”

34. Developer shall revise the Construction Envelope Exhibit to dimension the minimum distance
between lots, to verify that the minimum dimension of area to be dedicated as NAOS is 30 feet.

Ordinance

I.  The developer shall provide a separate dimensioned construction envelope exhibit with the
improvement plan review.

Scenic Corridor/Buffers
DRB Stipulations

35. The scenic corridor along Pima Road shall be a minimum 85 feet wide and an average width 113 feet.
The minimum square footage area of the corridor shall be 550,700 Sq.Ft.

36. Building envelopes along Happy Valley Road shall be set back a minimum of 40 feet from the outside
edge of the ultimate planned right-of-way for Happy Valley Road.

37. No walls shall be located within the scenic corridor easement along Pima Road, or within 40-foot setback
from Happy Valley Road.

Landscape Design

DRB Stipulations

38. A minimum of 53 mature (as defined in the zoning code) trees shall be planted within the retention
basin area located at the southwest corner of the site, south of Happy Valley Road (Tract A), as
indicated on the approved Retention Basin Design Plan.

39. Landscaping of the retention basin located at the southwest corner of the site, south of Happy Valley
Road (Tract A), shall be subject to a site inspection and approval by City project coordination staff,
immediately following installation of plant material, to ensure proper placement and coverage of
vegetation to help screen and naturalize the retention basin design. Said site inspection shall be
arranged with the project coordination staff prior to completion of landscape installation. Developer
understands and agrees that additional landscaping and modification to the placement of landscaping
may be required by project coordination staff as a result of the site inspection.
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40.

41.

42.

43.
44,

45,

46.

Developer shall provide a NAOS revegetation plan showing at least three 100 foot by 100 foot
revegetation sample areas. These samples should be based off of at least three areas of undisturbed
vegetation on-site.

Revegetation shall comply with the NAOS Revegetation Area Guidelines, found in the approved
Scottsdale Scenic Corridor Design Guidelines Appendix.

Upon removal of the salvageable native plants the salvage contractor shall submit completed Native
Plant Tracking Form as well as a list identifying the tag numbers of the plants surviving salvage
operations to the City’s Inspection Services Unit within 3 months from the beginning of salvage
operations and/or prior to the issuance of the Certificate of Occupancy.

Salvaged vegetation shall be incorporated into the landscape design.

Provide the following note: Area within a sight distance triangle shall be clear of landscaping, signs, or
other visibility obstructions with a height greater than 2 feet. Trees within a sight distance triangle shall
have a canopy that begins at 7 feet in height upon installation. All heights are measured from nearest
street line.

Public right-of-way median landscaping and irrigation shall be installed and constructed in accordance
with the City of Scottsdale’s Supplement to MAG Standard Specification.

All roadway tracts shall be landscaped and maintained by the developer and/or homeowner association.

Exterior Lighting Design

DRB Stipulations

47.

48.
49.

50.

Exterior lighting should be low scale: either low in physical height, i.e., mounted or placed at a height
generally below usual eye level (6 feet); or low in lighting intensity, i.e., the maximum capacity of the
lighting fixture = 50 watts for incandescent and florescent lighting sources, 25 watts for halogen, 10
watts for metal halide, and 1 watt for LED lighting sources.

No lighting shall be permitted in dedicated NAOS easements, and Scenic Corridor easements.

All exterior luminaries shall meet all IESNA requirements for full cutoff, and shall be aimed downward
and away from property line except for sign lighting.

Incorporate into the project’s design, the following:

a. Gate House Design And Amenity Feature Design Fixtures shall be a flat black, dark copper
or dark bronze finish.

Landscape Lighting
b. Landscape lighting shall be revised to be full cut-off (no light source visible) and aimed
downward. Nightscaping ‘Celebrity’ is not approved with this application.

Fixtures shall be a flat black or dark bronze finish.
d. Landscaping lighting shall be utilized only to accent plant material.

e. Alllandscape lighting hanging in vegetation, shall contain recessed lamps, and be directed
downward and away from property line.

f.  The landscape lighting lamp shall be an incandescent or halogen incandescent source. The
landscape light lamps shall not exceed 15 watts

Path lighting
g. Path light fixtures shall utilize an incandescent, halogen incandescent, or compact fluorescent
lamps source. Path light fixtures shall meet all IESNA requirements for cutoff.

h. Fixtures shall be a flat black or dark bronze finish.

i. Path light fixtures shall utilize an incandescent, halogen incandescent, or compact fluorescent
lamps source.
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Additional Planning ltems
DRB Stipulations

51. Flagpoles, if provided, shall be one piece, conical, and tapered.

52. As part of the sales of any residential lot adjacent to a public trail, path, or commercial property, the
developer shall require the purchaser to sign an acknowledgement that the property is adjacent to a
public trail, path, or commercial property.

Ordinance

J. No paint colors shall be used that have a LRV greater than 35 percent or that have a chroma
exceeding 6, as indicated in the Munsell Book of Color. Final plans drawings of buildings and
walls shall include LRV and chroma information.

ENGINEERING

Drainage And Flood Control
DRB Stipulations

53. Demonstrate consistency and conformance with accepted drainage plans and reports from Section |,
Applicable Engineering Documents and Plans.

a. The developer shall submit two (2) hard copies and one (1) compact disc copy of complete final
plans/reports prior to final City of Scottsdale approval of the improvement plans.

54. Basins shall be designed such that the depth of water does not exceed 3 feet for all storm
frequencies up to the 100 year 2 hour event.

55. Basin sideslopes shall not exceed 4:1 (ratio of 4 feet horizontal to 1 foot vertical) wherever practical,
with the exception of the basin located in Tract A, south of Happy Valley Road, which shall not
exceed 5:1 slopes. Exceptin Tract A, sideslopes greater than 4:1 may be used to lessen disturbance
to the site. All basins shall have some portion of their perimeter at a sideslope that does not exceed
4:1.

56. Basins shall be designed to have positive outfall whenever practical. When positive outfall cannot be
provided, then mechanical means shall be used to drain the basin. Percolation, including dry wells,
shall not be allowed. Provide bleed-off calculations that demonstrate the discharge rate and the time
to drain.

57. Retention basins that are engineered need to be located in dedicated tracts. At locations where
basins are not adjacent to the roadway, minimum 20’ wide access easements shall be provided from
the right-of-way, roadway easements or tracts to the proposed retention basins.

58. All 404 jurisdictional delineations shall be shown on the final improvement plans and the final
drainage report drainage exhibit/plan. All areas of disturbance shall be clearly noted. A completed
404 Certification Form shall be submitted with final improvement plans. A copy of the 404 permit
from the U.S. Army Corps of Engineers, including an exhibit showing the delineations, shall be
submitted prior to approval of final improvement plans. Limits of disturbance and other conditions
must be in conformance with the 404 permit.

59. All onsite erosion protection and floodwalls necessary to protect residential structures from flooding,
within a given parcel, shall be constructed as infrastructure improvements for that parcel, even if they
are located in a different parcel, prior to the issuance of building permits in that parcel.

60. Provide positive drainage away from walks and curbs along all streets.

61. Riprap shall be indigenous stone.
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62. All exposed cut and fill shall be treated with eonite or equivalent.
Ordinance

K. On-site stormwater storage is required for the full 100-year, 2-hour storm event. The design of
the storage basin capacity shall account for any proposed landscaping improvements. The
landscaping improvements within the basins shall not reduce the capacity of the basins under the
required volume.

(1) Basin bleed-off rates shall be set so that the storage basins do not drain completely in less than
24 hours. In all cases, storage basins must drain completely within 36 hours.

(2) Infiltration of stormwater through the basin floor is not acceptable as the sole means of draining
the basin. Stormwater storage basins should be designed to meter flow to the historic out-fall
point. Where an historic out-fall point does not exist (or metering is not possible), other methods
of discharge such as pumps, etc. may be considered. Dry wells shall not be used.

(3) Stormwater storage basins may not be constructed within utility easements or dedicated
right-of-way (exceptions may be granted with written approval from appropriate utility company).

(4) Off-site runoff must enter and exit the site as it did historically.

(5) All development shall be designed to satisfactorily convey the 100-year peak discharge through
the site without significant damage to structures.

L. If full storage of the 100 year, 2 hour storm event is not provided, then application for a
Stormwater Storage Waiver for this development must be submitted to the One Stop Shop. Approval
of the Stormwater Storage Waiver by the City’s Stormwater Management Division will be required,
and must be obtained prior to submittal of final improvement plans or final plat.

M. Other Stormwater Storage:

(1) Underground stormwater storage is prohibited unless approval is obtained from the City’s
Floodplain Administrator.

(2) Drywells are not allowed.
N. Street Crossings:

(1) Watercourse crossings for roads shall be designed to provide for 100-year access to all lots by at
least one route. Accessibility will be considered to exist if it can be shown by the engineer that at
the time of the peak flow, the depth of flow over the road will not be greater than 1 foot.

Roadway, Intersection, And Access Design

DRB Stipulations

63. Streets and other related improvements:

STREET NAME STREET ROADWAY CURB BIKE PATH,

TYPE IMPROVEMENT TYPE SIDEWALK,
TRAILS

Pima Road Major Deceleration lanes

(Public) Arterial

Jomax Road Minor Existing

(Public) Collector

Happy Valley Minor Full Street Improvement Vertical 8’ sidewalk

Road Arterial

(Public)

Desert Local Full street Improvement per ESLO 18" 5’ sidewalk

Highlands Drive Collector Figure 700-3 Ribbon

(private)
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STREET NAME STREET ROADWAY CURB BIKE PATH,
TYPE IMPROVEMENT TYPE SIDEWALK,
TRAILS
Pima Road Major Deceleration lanes
(Public) Arterial
Internal Street Private 23-foot wide paved BC-BC. 18" 6’ shoulders
(Private) Minimum 28-foot wide drivable Ribbon
surface for public emergency
vehicles (minimum 83,000 gross
vehicle weight rating)

64.

65.

66.

67.

68.

69.

70.

71.

72.

73.

74.

75.

76.

77.

78.

Developer shall submit a Circulation Basis of Design Report to address final geometrics, roadway
transitions, and sequencing of roadway infrastructure improvements for Happy Valley Road and
Desert Highlands Drive, to be reviewed and approved by the City, prior to submittal of final
improvement plans.

Where a gated entrance is proposed, the developer shall design and construct the gated entrance in
conformance with Figure 8.1-1 of the City’s Design Standards and Policies Manual. Gates shall be
75" minimum from the back of the curb of public roadway.

Opticom Pre-emptive system with KNOX system will be required at all vehicular entry gates.
Gatesshall have electronic master slave keyway cylinder as a back-up system. Gates shall remain
open in the event of loss of power and shall remain close during normal operations when the power is
restored.

Pedestrian sidewalk or improved path shall be provided along both or at least one side of all entry
gates to provide separated pedestrian access.

Pedestrian sidewalk or improved path shall be provided along both sides of Desert Highland Drive,
minimum 5 feet wide.

Developer shall construct sidewalks on both sides of Happy Valley Road. Said sidewalks shall be
divided from the roadway, and shall be minimum 8-foot wide.

The internal streets shall be private. The private street tracts shall be dedicated to provide emergency
and service vehicle access and public utility construction and maintenance.

One point of access shall be allowed from Happy Valley Road and shall be located a minimum of 600
feet (as measured centerline to centerline) from Pima Road.

Owner shall provide an access easement to allow ingress/egress vehicular and pedestrian access from
the south adjacent property to Happy Valley Road. The intended south adjacent property includes the
parcel that extends west to Pima Road. Said easement shall be recorded prior to final plat approval.

Desert Highlands Drive and Happy Valley Road shall be realigned to connect with the existing roads to
the west of Pima Road.

Desert Highlands Drive shall be constructed per Desert Highlands conceptual entry layout plan,
prepared by WRG Design, dated 3/1/2005.

Westbound Happy Valley Road, at the intersection of Pima Road shall have a two left turn lanes, two
through lanes, and one right turn lane.

Improvement plans shall show the ultimate (future) curb lines for Pima Roads (based on Pima Road
being 6 lanes).

Prior to final plan submittal, the developer shall contact City of Scottsdale Transportation Department to
develop the plan for Pima Road improvement and realignment of Happy Valley Road.

The developer shall provide drainage improvements on Happy Valley Road to eliminate dip crossings.
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79.

80.

81.

82.

The developer shall construct right turn deceleration lanes at site entrance on Happy Valley Road and
on Pima Road at Happy Valley Road and Desert Highlands Drive.

The developer shall contact the City’s Transit Coordinator with the Transportation Department at 480-
312-7696 about all transit facilities required to be constructed with the proposed development,
including the construction of bus shelters.

Minimum drivable lane widths for divided roadways shall be 20 feet wide, or as approved by the Fire
Department.

All streets and private driveways shall be designed to allow emergency vehicle access in a minimum
100-year storm event.

83. Private streets shall be signed for no on-street parking, as required by the Fire Department.
Ordinance
O. The developer shall submit a detailed striping and signage plan with final plans. The striping and

signage plan shall include all existing improvements and striping within 300 feet of the limits of
construction, and all signs, striping, or other traffic control devices proposed to accommodate phased
and ultimate construction.

Public streetlights shall be installed in accordance with City of Scottsdale Revised Code, Section
48-149. The developer shall be responsible for coordinating a street layout and cost estimate with
the utility company. Building permits may not be issued until all street light arrangements (including
fee requirements) have been made.

Trails And Paths

DRB Stipulations

84.

85.

86.

87.

88.

89.

90.

91.

Before any certificate of occupancy is issued for the site, the developer shall construct a minimum 8-
foot wide public non-paved trail within the public access easement along Pima Road. The trail can be
covered with either graded natural dirt or compacted % inch minus DG. The trail shall be set back
from the ultimate pavement edge of Pima Road as far as possible. Said trail shall be constructed to
connect with the existing trail on Jomax Road.

Final plans shall show the location of the existing trail located along the south side of Jomax Road.
This trail shall be re-improved to match the improvement of the trail along Pima Road.

The trail shall cross the entry driveways either at the corner, or 40-50 feet back of the corner.
Driveways with medians shall be designed to accommodate trail crossings. The surface trail
crossings at driveways shall have rough texture exposed aggregate crossings, or rough texture epoxy
coating on asphalt.

Prior to construction, the developer shall be responsible for coordinating the approved trail alignment,
trail crossing locations and surface materials with the City’s Trail Planner. The alignment shall be
determined prior to approval of final plans.

The developer shall provide signage for all trails per Section 7.3 of the City’s Design Standards &
Policies Manual. The location and design of the signs and markers shall be shown on the final
improvement plans to the satisfactions of City’s Trails Planner.

The developer shall construct all public trails in accordance with the DS&PM.

Before any certificate of occupancy is issued for the site, the developer shall construct a minimum 10-
foot wide public paved path within the public access easement along Pima Road. The path should be
located adjacent to the unpaved trail wherever possible, to reduce impacts to the natural vegetation of
the scenic corridor. The path shall be set back from the ultimate pavement edge of Pima Road as far
as possible.

The developer shall construct all public paths (and sidewalks) in accordance with the DS&PM and
MAG Standard Details as determined by the Transportation Staff.
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Refuse
DRB Stipulations

92. If individual (80-gallon) refuse containers are not planned for the development, the site’s trash
enclosures shall be constructed to City of Scottsdale’s Refuse Enclosure detail.

Ordinance
Q. Underground vault-type containers are not allowed.

R. Refuse collection methods, i.e., site plan circulation will be approved at final plan review.

Water And Wastewater Stipulations

The following stipulations are provided to aid the developer in submittal requirements, and are not intended
to be all-inclusive of project requirements.

DRB Stipulations

93. APPROVED BASIS OF DESIGN REPORTS. BASIS OF DESIGN REPORTS (WATER and
WASTEWATER), City of Scottsdale Project # 2084-04 and #1337-04, have been approved by City of
Scottsdale Water Resources Department on 10/15/2004. Final Plans shall reflect utility design as
shown in the approved Basis of Design Reports.

94. Whenever looped or outfall lines are required outside the roadway prism, the lines shall be located in
a tract (not on a lot) with a 20’ water/sewer easement overlaying the alignment. These alignments
shall be graded and maintained in a manner that allows access for maintenance purposes, in
accordance with the City’s Design Standards and Policies Manual.

95. The City of Scottsdale is currently constructing an eight-inch sewer line in Happy Valley Road. A
payback agreement for half the cost of the line is required of the Owner and shall be completed prior
to approval of improvement plans.

96. The sanitation sewer shall be extended through to the development to the northeast corner into
Jomax Road.

97. Waterline and sewer line easements shall be 20’ wide (minimum) and located in tracts.
98. Utility lines and utility easements shall not be located within the drainage basin limits.

99. Owner shall provide public utility easement dedication to the City for the existing and/or realigned
public utility lines crossing the site serving Desert Highlands.

100. Where walls cross or run parallel with public water mains, public sewer mains, or public fire
lines the following shall apply:

a. For walls constructed parallel to these pipes, the walls shall be a minimum of six (6) feet from
the outside diameter of the pipe.

b. For walls constructed across or perpendicular to these pipes, the walls shall be constructed
with gates or removable wall panels for maintenance and emergency access.

Ordinance

S. The water system for this project shall meet required health standards and shall have sufficient
volume and pressure for domestic use and fire protection.

T. Privately owned sanitary sewer shall not run parallel within the waterline easement.
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Bridge/Wash Crossing And Head Wall Design
DRB Stipulations

101. All concrete headwalls and drainage structures shall be integrally colored to blend with the
colors of the surrounding natural desert.
102. Bridges:

U. All drainage crossings, including any configuration of box culverts or pipes that span 20 feet or
more (as measured along the roadway centerline) shall be subject to review and approval by City
staff.

Construction Requirements

As-Builts
DRB Stipulations

103. Improvement plans that document all ongoing construction, including, but not limited to, field
changes, as-built locations, or other modifications, shall be maintained at the construction site, and
shall be made available to City staff for review upon request.

104. City staff may request the developer to submit as-built plans to the Inspection Services
Division prior to acceptance of construction, or within one year from the date of acceptance.

105. As-built plans shall be certified in writing by a registered professional civil engineer, using as-
built data from a registered land surveyor.

106. As-built plans for drainage facilities and structures shall include, but are not limited to, streets,
lot grading, storm drain pipe, valley gutters, curb and gutter, flood walls, culverts, inlet and outlet
structures, dams, berms, lined and unlined open channels, storm water storage basins, underground
storm water storage tanks, and bridges, as determined by city staff.
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City of Scottsdale DEVELOPMENT STANDARDS |
Current Planning Services Zoning R1-43
O PCD O PRD B ESL
Subdivision Name: __ Pinnacle Place Date:
Case Number: Quartzr Section;
REQUIREMENTS AMENDED STANDARDS "REDUCTION %
MIM. LOT AREA 43,000 sf JZ, 250781 25
MIN. LOT WICTH
Standard Lot: 150" 112.5° 25
Flag Lot: 20 '
MAX. BUILDING HEIGHT oA
MIN.YARD SETBACKS
Front Yard -
Front {to face of building): 40 30! 25
Front (to face of garage): 40 30! 25
Front (corner lot, side street): 40 30° 25
ey ot e moety 40 30° 25
Front (double frontage): 40 30° 25
Side Yard -
Minimurn: 20" 15¢ 25
Maximum: 40 None
LRear Yard -
Standard Depth: 35 26.25° 25
Min. Depth (% of difference
which can be occupied):
DISTANCE BETWEEN
BUILDINGS (MIN)
Accessory & Main: 10
Main buildings/adjacent lots: 40 30° 25
MAX. WALL HEIGHT :
Front: 3
Side: g’
Rear: 8'
Comer side not next ta l;s{;- 8 on PL
Corral fence height (on lg::{: & on PL T,
DEVELOPMENT
PERIMETER SETBACKS
APPLICABLE ZONING
CASES
NOTES AND EXCEPTIONS _Flag lots shall have 1 rear setback and 2 or 3 side setbacks and
one front yard. Flag lot setbacks shall adhere to the amended front, side and
rear setbacks as defined by table above. Each flag: lot front, side and rear
will be defined on final plat
Planning and Development Services Department

CODSR143

Page 1 of 1

ATTACHMENT C

Kevision Date: 26-Mar-04

| —/9-2005%



SUHDIVISION NAME

_——
DEVELOPMENT STANDARDS

Pippacle Place

ZONING __R1-70 PoD [ Jemo [ ] msu [xx]
: MAX MM
ORDIBANCE BMENDED EsSIO
REQUTREMENGS  STANDARDS mxx;.'zun
A. MIN. IOT AREA- 70,000 sf  52,500sf 25
B. MIN. IOT WIDTH
1. Standand Iot- 2507 187.5" 25 .
2. Flag Iot- 20"
C. MAXIMIM BUILDING HETGHT- 24' ygge
D. MIN. YARD SETBACRS-
1. | FRONT YARD- i
a. FRONT (to face of )= 60 45! 25
b. FRONT (to face of garage)- 60° 45" 25
c. FRORT (comexr lot, side street) 60° 45! 25
d. FRORT (comex lot, adjacent to ‘
key lot, side street)- 60’ 45" 25
e. FRONI' (double fxontage) 60 45
2. (57 viio]
a. Minimom- 30 22.5! 25
b. Hi e = L] ; l Gﬂ" 151 25
3.
a. Standsayrd [T 45" 25
b. Min. Depth (% of difference
which can be occupied)
E. DISTANCE BETREEN BUILDINGS (MIN)-
a. Accessory & Main- 10’ '
b. ¥ain buildings/adjacent lots 60 i 25
F. MAXTHMIM WALY, HEIGHT- :
a. FRORT 3
b. SIDE 8’
c. REAR 8’
d. Corner side not next to key lot _ 8° om PL
f. Corral fence height (on prop
Not allowed

G.

H.

I.

DEVELOEMENT PERTMETER SETEACRS-

line) 6" on PL

APPLICAHIE ZANHING UCASES-

Nane

NOTES §& EXCEPTIONS: Flag lots shall have 1 rear set back and 2 or 3 side set backs

—— and opne front,yard, Flag lot setbacks shall adhere to the amended front, side ¢
reayr setbacks as defined by table above. Fach flag lot fromt, side and rear

_will he deffined on final plat

///7*/2/005_
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